















































Control panel On/0ff switch in "Off" position.

"Media Flow" gauge setting too low —if this gauge reads less
tharn about 45 PSI no air or grit will flaow. Raige pressure.

Clogned nozzle — Depressurize hlaster and remove the nozzle
from the coupling and inspect for any foreign material that may
be laodged in the orifice opening. Important: Do _noat remove

Clogged blasting hose. Remaove the nozzle and washer from the
coupling and while sameone is firmly holding the blasting hose,
dao the following:

1. Close the main air valve and the Sure—~Flo grit valve.
2 Tury on the air compressor.

3. Clogse the exhaust valve

4; Opén the main valve

This will force the compressed air through your blasting hose
and dislodge packed grit. You may have to disconnect the
blastirg hose and inspect the tank coupling for any foreign
material. )

Leak through or around Sure-Flo diaphragm. If air escapes
through vent hole in Sure—Flo housing (Figure 5B, item 15B) the
Sure~flo diaphragm is defective or its conrnecting hardware is
not tightened properly. See Sectiom 6.1.

Underaized supply air line — size according to Saection 2. 4.



when hand pressure is removed from the operator’!s control, the
rompressed air ashould stop immediately. If the compreased aivr does
riot stop, the problem is in the automatic air valve or operator’s
coritraol.

a. Check for a sticking plunger in the operator’s control handle.
This can be done as follows. Remove the yellow return line
Jjust behind the operator's control handle, when the handle is
depressed, air should flow from the disconnected fitting; when
the handle is released, the flow of air should immediately
stop. If flow does not stop, disassemble conmtrol handle and
clean. Inspect plunger and “0" rings, replace if worn or
frozen.

b. Check that the plunger in the automatic air valve can move
freely. After depressurizing the tank and shutting off the
inlet air supply, remove the four bolts holding on the
automatic air valve cover plate. It should be possible to maove
the center stem up and down. If stem does not move freely,
disassemble and clean special wrenches are available to allow
gasy disassembly of automatic air valve plunger assemblies. -
for 1Y valve order P/N 5185i2, for 1 1/4" valve order P/N
518522,

B A b b b Lt L e R L e o L e e L el e e STT ST 20 R Y e S8l I e e e 2 it s 720 0 s oy o S 5 o L vt e s S B it e s e e

- Operating with sprihg tensioner (128B) and/or balt (3B) not
fully seated against body. Turn in until fully seated as shown
in Fig. #5B. ' ’

be Ruptured or worn metering tube (2B). Disagsemble météring'tubé
body (see 6.8). Inspect metering tube and replace if
defective. '

Ca Plunger (SB) frozen in the fully aopen or partialiy-openéd
position. Disassemble diaphragm body (see 6.1).

Note: A new "0" ring (2C) should be used and a light film of
white grease applied during reassembly.

Using media other than plastic media — Fastrip systems are specially
designed for use with plastic media. using other medias may cause
rapid wear of compornents. Consult with a factory representative
prior to using media other than plastic.



7. 10

a. Farm rotaticon backwards — Jog fanm to check rotation.

b. Far silercer operning inadequate — the gap between the silencer
lid and body shouwld be at least 172 inch.

O Media hosze plugged - lift hose to detect clog. If a claog
sccurs, entire conveying hose must be emptied prior to further
operat 1o,

Bad electrical cormection — farn is single phasing. Stop fan
immediately — electrician to check all irncoming electrical
cormmections. :

A. Turing band apern too far - adjust as described in 4.1.

E. Bad gasket aor reclaimer door — if aiv can enter the reclaimer
thraough a faulty gasket o impraoperly fitting door good media
can be carried thraowgh the reclaimer.

C. Elower exhaust damper opern too far, adjust as described in
Section 4.c.

Foﬁ answer to any additioral gquestions you might have, contact youw
authorized EMPIRE Distributor. For complete parts information,
refer to the EMPIRE Price/Parts List.



9. 290164

9A 280224
9B 290225
9C 520122
90 620212
9E 5z0z222
9F 520521

Figure 4 - PNEUMATIC CONTROL HANDLE

2A, 3A, 4A 3A BA 3A 7TA  B8A SA.

5A 2A, 3A, 4A

Figure 5A AUTOMATIC SURE-FLO [HARDWARE]

77 SAF-STOP [l Pneumatic Control
(Complete)

Plunger Kit

Rubber Parts Kit

Brass Plug

V8" x V&' brass male adapter

Ya'' X Va'' brass male adapter
Clamps

1A

1A "552222 Bolt .
2A 551262 Carriage Bolt
3A 552762 Lock-Washer
4A 552542 Hex Nut

L5A 551262 Extension Nut
6A 552892 Flat Washer

7A 551262 Bolt

BA 551352 Screw

. QA 552862 Washer

10A 753092 Roller Stud



1iC
2C
3C
4C
5C
6C
7C

290296
561422
505872
552902
525002
525012
290306

58 168 158 /B

138

2B 178B 6B

1B 753632 Pinch Roller
28 523592 Metering Tube

525802 Metering Tube, 7/8"

3B 552222 Bolt

48 753692 Valve Body

5B 505872 Plunger w/o Ring
6B 551422 *O" Ring

78 290296 Spring Assembly
8B 505812 Handle Shaft
98 753622 Handle

108
118
12B
138
148
158
168
178
188

551732
552672
505832
753682
525012
753112
753462
753292
520222

N.Y. Loc Set Screw
2" Jam Nut
Spring Tensioner
Spring Enciosure
Diaphragm
Diaphragm Cover
Plunger Guide
Upper Flange

Hose Adapter

Figure 58 AUTOMATIC SURE-FLO [INTERNAL PARTS]

Spring and Diaphragm Assembly
"Q" Ring Repair Kit

Plunger

Washer

Diaphragm Gasket

Diaphragm

Spring Assembly

Figure 5C AUTOMATIC SURE-FLO [SPRING AND DIAPHRAGM ASS’]



FaStrip Portable Plastic Media Systems
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FaStrip Portable Plastic Media Systems (continued)

Part
Number

(1) 753262

(2) 751102

(3) 521892
(3A) 280432

(4) 290184
(4A) 290224
(48) 290225
(4C) 520122
(4D) 520212
(4E) 520222
(4F) 520512
(4G) 525112
(5A) 502712
(58) 502722
(5C) 502732
(5D) 302742
(5E) 502752
(5F) 502762

(8 752232
(8A) 554232

(7) 521842
(8) 290215
(8) 517442
(10) 526231
(11) 517971
(12) 517221
(13) 515631
(14) 140537
(15) 511521
(16) 511511
(17) 504632
(18) 518701
(19) 518691
(20) 517452

(21) 768211 -

(22A) 760721
(22B) 524331
(23A) 760701
(23B) 524341
{24) 506924
{25) 511451
(26) 517611
(27) 511461
(28) 518031
{29) 550391
(30) 518681
(31) ‘515911

(32) 515931
(33) 515521
{34) 515981
(35) 518772
(36) 140419

Description

Aluminum tank coupling
Quick Snap Coupling

Dual Lins Hose with Fittings

Heavy Duty Dual Line Extension

77 Saf-Stop i

77 Saf-Stop 1l Plunger Kit
77 Saf-Stop 1l Part Kit

77 Saf-Stop 1l Brass Plug
Male Adaptor 1/8 x 1/8 piug
Male Adaptor 1/4 x 1/4 plug
Adjustable Clamp (each)
Urethane Disc.

SCV-3 3/16" nozzle

SCV-4 1/4" nozzle

SCV-5 5/16" nozzle

SCV-6 3/8" nozzie

SCV-7 7/16" nozzle

SCV-8 1/2" nozzle

Nozzle coupling

Screw Package for 753232
Blast hose with fittings

Automatic Sure-Flo Grit Valve

Air Valve 1" NPT
Access Window

Ball Vibrator

Air Valve 1/8" NPT

6" diameter hose x &' long
Silencer

Wheel

Wheel Swivel with lock
Air Filter 1-1/4" NPT
Air Valve (low pressure)
Pilot Regulator 1-1/4" NPT
1-1/4" air valve manuai
Recovery hopper
Reclaimer Door
Gasket, reclaimer door
Tuning Band

Gasket, tuning band
Mutfler

Filter (vibrating screen)
Regulator 1/4" NPT
Lubricator 1/4" NPT
On/Off switch

Air gauge liquid filled
Regulator tamper proof

4" diameter heavy duty recovery hose x 25

foot long

10" diameter x 12' long dust hose

Dust Bag, 6" dia. x 568" 1g.
Air Cylinder
Blower Exhaust Damper

h |

Vibrating Screen Assembly, see page 36 (screen type)

of Cabinet Parts Book

WARNING

1. INSPECT COUPLINGS AND LAST HOSE DAILY FOR SPLITS, BUBBLES, SOFT SPOTS, WEAR, ETC. MAKE SURE NOZZLE WASH-
ERS ARE IN GOOD CONDITION AND SCREW HEADS ARE SNUG AGAINST COUPLINGS SURFACE. THE SAFETY PIN MUST BEIN
PLAGCE TO PREVENT QUICK COUPLING DISCONNECTION.

T
™~

21

o WHEN ASSEMBLING COUPLINGS TO BLAST HOSE ONLY USE #8X5/8" LG. SELF-TAPPING SHEET METAL SCREW (P/N 554242)
FOR CAST BRASS AND ALUMINUM COUPLINGS AND #8X3/8" LG. SELF-TAPPING SHEET METAL SCREW (P/N 554242) FOR ALL
STEEL COUPLINGS.

3. USE OF OTHER TYPES OF SCREWS MAY CREATE A SAFETY HAZARD, EMPIRE WilL NOT WARRANT EQUIPMENT OR ASSUME

RESPONSIBILITY FOR DAMAGE OR INJURY RESULTING FROM NEGLECT OR USE OF IMPROPER PARTS.
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FIGURE 3
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Figure 7 MANUAL SURE-FLO

753632 Pinch Rollers
552222 Stud Bolt
753372 Body

753372 Manual Body Adapter
290384 Handle Ass'y.

552672 Jam Nut

523592 Pinch Tube

754292 Flange

552542 Nut

552762 Lock Washer
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290164 77 SAF-STQP il Pneumatic Control
(Complete)

290224 Plunger Kit

290225 Rubber Parts Kit

520182 Brass Plug

520782 1/8 Connector

520032 1'4 Connector

520512 Clamps

Figure 8 - PNEUMATIC CONTROL HANDLE
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